
BOQ -  INTERIOR DECORATION WORK OF  IIIT NUZVID BRANCH,  KRISHNA  DISTRICT, AP

Sl no Discription Qty Unit Rate Amount
1

60 Sq.mt

Full Height Partitions with laminate finish and glass: 
Providing and fixing partly glazed partly panelled dry wall 
partitions with metal studs and comprising as following:
i) Frames: 
a) Supporting systems comprising of locally available metal 
studs of 51mm x 35mm x0.50mm as approved by Bank, 
placed horizontally and vertically at 600mm center to 
center. Metal tracks of 51mm x 35 mm x0.5 mm in size 
shall be fixed at floor, middle, door and ceiling levels with 
staggered members should touch the ceiling with horizontal 
ceiling channel at beam/slab.
b)  Rate includes necessary strengthening with additional 
studs / tracks or channels at doors or other openings 
wherever required and as directed by Bank.
ii) Panels:
a)9 mm BWR plywood finish with 1mm glazed laminates in 
approved color on both sides as shown in the drawing.
b)8mm thick clear float glass with etching design fixed as 
shown in the drawing/as approved by Bank's Engineer, 
between 900mm to2100mm level in specified areas with 
100mm x 15mm beech wood / teak wood jamb and 12mm 
x 12mm beech / teak wood beading.
iii) Finish with melamine polish:
 All exposed surfaces of beech / teak wood sections shall 
be finished with melamine spray polish after preparing the 
surface and as directed by Bank.



2

9.00 Sq.mt

3

11.00 Sq.mt

Doors with Laminate in partition with glass :       
Providing and fixing partly glazed partly paneled doors of 
beech /teak wood frames and comprising of the following:
a)Door frames:
The outer door frame work shall be with well-seasoned 
beech / teak wood sections 100mm x 25mm in finished, 
placed vertically and horizontally as shown in the drawing.
b)Door Shutter:
The door shutter shall be of 30mm solid core flush door 
bonded with phenol formal -de-hide finished on both sides 
with 1mm laminate in approved color on both sides. Also 
providing a glazed panel as shown in the drawing/ as 
approved by Bank's Engineer with 8mm thick plain float 
glass with etching as per approved design to be fixed with 
50mm x 18mm beech / teak wood jamb and 12mm x 12mm 
beech / teak wood beading.
c)Door hardware:
Each door shutter be provided and fixed with hinges, tower 
bolts, door stoppers, mortice lock, handles (S S finish), 
door closer all as per approved samples by Bank
d)Finish with melamine polish:
All exposed surfaces of beech wood or teak wood sections 
shall be finished with melamine spray polish after properly 
preparing surfaces and as directed by Bank.

Half height partitions with laminate :                     
Providing and fixing metal stud dry wall half height 
partitions with following specifications :
a)Supporting system comprising of locally available metal 
studs of 0.55mm thickness at 600mm center to center and 
51mm x 32mm metal tracks at floor , middle ,and 750mm 
level with joints staggered to avoid through joints.The rate 
should also include  necessary strengthening with studs / 
tracks or channels at openings.
b)9mm BWR ply with 1mm laminate on both sides as per 
drawing. Wicket gate is to be provided with  handles, tower 
bolts,  etc., Godrej Night is to be provided only for Single 
window cash counters.
c)12mm thick clear float glass with etching as per. shape 
and design shown in drawing in specified areas along with 
100mm x 15mm beech wood capping.(Glass shall be 
provided Between 900mm and 1200mm)
d)All beech wood members to have melamine spray polish 
finish.
e)The total height of the partition including glass is 1200 
mm. Partitions behind SWO shall be with doors & providing 
Godrej night latch to them.



4 Single Window counter unit with CORIAN TOP:
Providing and fixing in position single window unit with the 
following specifications. Table of size 1500 to 1650 mm x 
1000mm with curved portion of counter top and 400mm 
x1200mm side table made with 19mm bwr ply finished with 
CORIAN TOP of 6mm thick with 8 mm thick clear glass 
with beveled edges to be placed on the top and other 
members such as sides/ front are with 19mm bwr ply with 
Laminate.Drawer unit with 3 no’s drawers including all hard 
-ware viz, sleek telescopic drawer channels, handles, etc to 
be provided. The rate should also include fixing of locks to 
all draws including automatic lock to top draw. Top draw 
shall be divided into no of shelves for placing the currency 
notes as per denomination. Readymade CPU stand and 
Key Board tray with telescopic chanels of approved make 
are to be provided. Side table shall be provided with shutter 
unit as cup board including necessary hardware viz., 
cabinet hinges, handles, tower bolts, locks, telescopic 
channels, etc. complete. Front side to have 12mm clear 
float glass as per revised drawing given by the bank (width 
of counter x300mm height with necessary opening). 
All exposed faces (including side leg spaces) to have 1mm 
laminate and unexposed faces to have minimum two coats 
of synthetic enamel paint over a primer coat with putty 
finish. All beech wood members to have melamine spray 
polish finish.



SWO counter each (COUNTER RATE ONLY) 2.00 nos
5(a)

1.00 nos

5(b) 

1.00 nos

6

2 nos

Rate is inclusive of providing curved portion of 
counter top with flexible ply and 6mm thick Corian as 
per the counter drawing given in  Uniform Lay out of 
SBI. (NOTE:Side and back LOW HEIGHT PARTITION IS 
MEASURED AND PAID UNDER ITEM NO:3. Hence, 
contractors shall quote the rate for counters with glass 
only.)

Officer’s table with side table: 
(Size:1500/1650mmx900mmx750mm1200mmx450mmx
750mm)
Providing, making and placing in position Executive table 
and side table with specifications:
 a)  Table top shall be provided with 19MM BWR ply with 
6mm CORIAN TOP with 8 mm thick clear glass with 
beveled edges, Other members are with 19 mm BWR ply. 
With 1mm laminate except table side which is to be 
finished with BLUE Laminated Glass.
b)  One drawer unit with 3 no’s drawers with necessary 
hardware viz., sleek telescopic drawer channels, handles, 
locks, etc.,
c)  One readymade CPU stand of approved make with 
castors.
d) One molded key board tray with channels etc.,
e)   One side table with shutters made with 19mm bwr ply 
finished with 6mm CORIAN TOP with 8 mm thick clear 
glass with beveled edges on top and 19mm BWR PLY with 
1mm laminate for other members with necessary hardware 
viz., cabinet hinges, handles, locks, tower bolts, etc.
f) Foot rest with proper support is to be provided.

Same as above for Branch/Chief Manager but size of 
table is 1800  to 2100mm x 1050mm with side table by 
providing 12mm thick toughened Glass Modesty panel as 
per the Drawing and also providing 4mm veneer with PU 
polish instead of 1mm laminate.

Writing desk :Providing and fixing in position wall mounted 
writing desk of reverse U shape with the dimensions of  
900mm length and 400mm width with the height of 
1100mm, made in 18mm BWR ply with 1 mm laminate with 
4 partitions to be made with equal width to the height of 
200mm from top to be covered with 12mm thick clear glass 
as per the drawing.All the edges to be laminated. complete 
item as directed by  Engineer .



7(a)

2 Sq.mt

7(b)

3 Sq.mt

7(c)

5 Sq.mt

9(a)

60 sq.mt

Low height storage units :Providing and fixing 450mm 
deep and 750mm high ( or as per the site conditions ) low 
height storage units.The basic structure including 
bottom,sides,shelves and shutters shall be made out of 
19mm bwr ply.  Table top shall be of 25mm thick post 
forming MDF board or 19mm BWR ply with laminate as per 
the directions of the Bank's Engineer. All exposed edges, 
sides,top and the shutters shall be finished with 1 mm 
laminate of approved color duly fixed with fevicol. The 
backing shall be with 8mm bwr ply.One middle shelve 
made out of 18 mm bwr ply shall be fixed at height as 
directed by the Bank The shutters shall be fixed with CP 
hinges ,a Godrej' multipurpose cupboard lock ,tower bolts 
and handles etc.as approved byEngineer. All interior 
portions of the storage rack to be finished with synthetic 
enamel paint of approved shade of two coats over a coat of 
wood primer and putty finish .Skirting to be fixed at the 
bottom of the rack with 1.00mm laminate as shown in the 
drawing.

Low height storage units with CORIAN TOP: same as 
above except table top with 19mm BWR ply finished with 
6mm CORIAN TOP  and providing 8 mm thick plain glass 
with bevelled edges to be placed on table top..

Low height storage units with CORIAN TOP and sides 
with veneer: same as item  7(a) except table top with 
19mm BWR ply finished with 6mm CORIAN TOP  with 8 
mm thick plain glass with bevelled edges to be placed on 
table top and also providing 4mm veneer with PU polish 
instead of 1mm laminate  in the Branch Manager Cabin..

FALSE CEILING - GRID TILES :
Providing and fixing false ceiling grid tiles of 600mm x 
600mm of approved make with prefabricated, pre-painted 
grid system of TRULOK SILHOUTTE revealed profile with 
15mm wide flanges incorporating a 3mm or 6mm central 
recess color -black or white revealed. main runners-
15mmx44mmx3600mm @1200mmc/c, cross tees 
-15mmx44mmx1200mm @600mm c/c, wall runner-
19mmx19mmx3000mm, suspenders -2m pre-straitened GI 
wire and 6mm nylon plug @1200mm c/c
Rate to include provision for cutting, opening, providing 
additional frames to accommodate light fixtures, AC grills 
etc., Complete finished item



9(b)  FALSE CEILING (GYP-BOARD)

5 sq.mt

11

11(a) Texture make 50 sq.mt
11(b) Plastic emulsion 50 sq.mt

12

20 sq.mt

13

1 sq.mt

14
sq.mt

Providing and fixing false ceiling with Gyp-boards and 
metal frames Basic frame shall be formed with GI sheet 
sections as Main "C" Trunking measuring 48x22x12 mm 
formed out of 0.75mm GI metal sheets placed at 1200mm 
centres with cross channels of 48x15x15 mm formed out 
of 0.55 mm GI metal sheets suspended by adjustable 
hangers of 4mm dia rods, L clamps, Holding clamps, etc., 
firmly fixed with metal fasteners in the roof. Cross 
channels shall be fixed to the main trunking by means of 
dry wall 25mm sheet metal screws at 230 mm centres to 
form a grid of 1200 mm x600 mm. The wall angle shall be 
25 x 25 x 0.55 mm. Providing and fixing 12mm thick Gyp-
Boards to the frames with dry wall 25mm sheet metal 
screws at not less than 230mm centres. Filling  and 
finishing the entire surface in perfect line & level with joint 
compound, paper tape and dry wall top coat and applying 
enamel coat as per the manufacturer specifications and as 
directed by Bank's Engineer. rate to include for cutting 
openings,additional frames to accommodate the 
electrical/AC fixtures, etc.,

Texture paint/Altec paint:                                           
Supplying &providing texture paint/plastic emulsion paint of 
reputed make &approved colour as required after preparing 
the surface with altec /Birla wall care putty as per the 
directions of the Bank's Engineer. Complete item.

Cladding of columns/walls:
Providing and fixing cladding to columns/walls with metal 
frame work and laminate finish and comprising as following: 
Frames: Supporting system comprising of locally available 
metal studs of 51mm x 35mm placed horizontally and 
vertically at 600mm center to center. Metal tracks of 51mm 
x 35mm in size shall be fixed at floor, middle, door and 
ceiling levels with staggered joints to avoid through joints. 
Providing and fixing 9 mm totally flexible/ BWR plywood to 
take the square or round shape of the column and finished 
on one side with 1mm laminate in approved color.
Rate to include provision of the necessary passage cutting 
making holes etc. For running conduits and fixing switches, 
grills etc.

12mm TOUGHENED WEDGE SHAPED GLASS : 
Providing and fixing of 12mm thick toughened glass  to be 
fixed  to the front partition of Banking Counters in a wedge 
shape  as per the directions of Bank's Engineer.

AQUA BLUE SHADE GLASS : Providing and fixing of 
Aqua Blue shade glass   at the front side of the counter 
upto the height of 15" from the floor level as per the 
directions of the Bank's Engineer.



15

20 Sq.mt

16
10 sq.mt

17

4 sq.mt

18

A PARTITION WITH 12MM TOUGHENED GLASS 2 Sq.mt
B DOORS IN THE TOUGHENED PARTITIONS 4 sq.mt
19

1 LS -5,000 -5000

ACP  PANELLING: Supply and fixing 3 mm thick ACP 
panels for panelling to walls  with 25mmx38mmx1.5mm 
thick aluminium  sections for framing  at 600mm intervals 
horizontally and vertically  as  per manufactures 
specification. The rate shall include cost of all material and 
labour etc.  The panels should be pre-fabricated panel 
made out of light weight concrete core composed of 
Portland cement, binders silicaceous and micaceous 
materials aggregate with tongue and groove arrangement 
with two 3mm thick fibre reinforced cement facing sheets. 
The grooves and joints in the panels should be filled with 
suitables fillers. The rate shall include cost of all necessary 
materials, provision of the necessary passage cutting, 
making holes etc.for running conduits and fixing switches, 
grills etc. 

VERTICAL BLINDS: Providing and fixing of vertical blinds 
of local make and approved shade with all accessories like 
pelmet, c rods, gears,etc., all complete as directed by 
Bank's engineer.

SHUTTER BOXING : Providing and fixing  shutter boxing 
with 19 mm thick plywood firmly fixing from ceiling/walls 
with necessary brackets/frame work to fix the toughened 
glass/ACP sheets.

TOUGHENED Glass (12mm thick) Partition with 
DOOR :  Providing & fixing 12mm toughened  plain glass 
with single/double leaf Door  with all necessary accessaries 
to fix firmly to the floor, side walls, roof with patch fittings of 
Gogrej/e-zone or equivalent  make as per the directions of 
the Bank's Engineer.Doors are to be fixed with Corner 
Fitting with Top Pivot, Top Patch, Bottom Patch fittings of 
Godrej/e-zone make.  Door Hardware with SS finish 
handles, Locks,etc., Floor Spring as per sample approved 
by Bank.(MAIN DOOR)

BUYBACK OF OLD FURNITURE :  Removing & taking 
away the old partitions,counters, storage racks,tables, false 
ceiling, wall panelling, etc., ( ready made purchased items 
are not included). Contractor should quote the best rate but 
in any case not less than Rs5,000.00.



20

5 Sq.mt

21
5 Sq.mt

Total amount 

Note: Measurements are considered for finished portion only.
sl.no Material Name Brands to be used
1 plywood(BWR) Archid, Green, Century,Uniply, Everest 

Ply or equivalent
2 Laminate (Glazing) Archid,Sunmica, Formica, Boom, Century 

or equivalent
3 Floor spring Everite,Hardwin or equivalent
4 Glass Modi Float,Saint Gobin
5 False ceiling Arm strong ,Aerolite, Daikin or equivalent
6 locks to all draws. Godrej,etc.,

Removal of Fixed glass window and providing UPVC 
WINDOWs(Rate per sq.ft of area shall be Rs450.00) with 
security grill of 12mm dia square rods mesh @3" c/c to be 
fixed  as pew the directions of the Bank including 
masonary and other related works. Complete item.

Supplying and providing Rolling shutter as the Bank 
standard size including 2 coats of enamel painting over a 
coat of primer as per the directions of the Bank. Complete 
item.
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